


a)

1 168.3 mm RMT 81

2 193.7 mm " 93

3 219.7 mm " 106

4 244.5 mm " 118

5 273.1 mm " 132

6 323.9 mm “ 156

7 355.6 mm " 171

8 406.4 mm " 195

9 457 mm " 220

10 508 mm " 244

11 559 mm “ 269

12 610 mm " 293

13 660 mm " 317

14 711 mm " 342

15 762 mm " 366

16 813 mm “ 391

17 864 mm " 415

18 914 mm " 439

19 965 mm " 464

20 1016 mm " 488

b)

1 559 mm Rmt 316

2 610 mm " 345

3 660 mm " 373

4 711 mm " 402

5 762 mm " 430

6 813 mm “ 459

7 864 mm " 488

8 914 mm " 516

9 965 mm " 545

10 1016 mm " 574

11 1067 mm " 602

12 1118 mm " 631

13 1168 mm " 659

14 1219 mm " 688

15 1321 mm " 746

16 1422 mm " 803

17 1524 mm " 860

18 1626 mm " 918

19 1727 mm " 975

20 1829 mm " 1032

21 2032 mm " 1147

a)

1 168.3 mm RMT 72
2 193.7 mm " 82

Unit

L, L & J of MS Pipe (with Tape or LPE coating & with lining or epoxy)

Item no.1

L, L & J of MS Pipe (outside coating & inside lining / epoxy)

Lowering & laying in position to correct line & level M.S. Pipe with outer coating & inside lining/Epoxy painting on

pedestal or chairs upon prepared formation or prepared bedding in trenches the rates include conveyance from store to

site of work loading, unloading, joint plastering, hydrotesting etc.complete.

Lowering & laying in position to correct line & level M.S. Pipe without outer coating & with inside lining/Epoxy painting

on pedestal or chairs upon prepared formation or prepared bedding in trenches the rates include conveyance from

store to site of work

4 mm to 7 mm thick

4 mm to 7 mm thick

Above 7 mm thick

Item no.1 B)
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SECTION - B LABOUR

Year 2008-09

Rates for the SizeItem

no.



Item no.13 219.7 mm " 93

4 244.5 mm " 104

5 273.1 mm " 116

6 323.9 mm “ 137

7 355.6 mm " 151

8 406.4 mm " 172

9 457 mm " 194

10 508 mm " 215

11 559 mm “ 237

12 610 mm " 258

13 660 mm " 280

14 711 mm " 301

15 762 mm " 323

16 813 mm “ 344

17 864 mm " 366

18 914 mm " 387

19 965 mm " 408

20 1016 mm " 430

1 80 mm RMT 13

2 100 mm " 15

3 125 mm " 20

4 150 mm " 24

5 200 mm " 34

6 250 mm " 43

7 300 mm " 53

8 350 mm " 68

9 400 mm " 80

10 450 mm " 97

11 500 mm " 115

12 600 mm " 147

13 700 mm " 186

14 750 mm " 206

15 800 mm " 228

16 900 mm " 274

17 1000 mm " 325

1 80 mm Joint 117

2 100 mm " 182

3 125 mm " 208

4 150 mm " 287

5 200 mm " 402

6 250 mm " 564

7 300 mm " 614

8 350 mm " 809

9 400 mm " 1132

10 450 mm " 1396

11 500 mm " 1486

12 600 mm " 1872

13 700 mm " 2298

14 750 mm " 2398

15 800 mm " 3248

16 900 mm " 3830
17 1000 mm " 4422

Lowering, laying and jointing C. I. S & S Spun pipes suitable for Tyton joints / Mortarlined D. I. K-9 Pipes of various

classes with CI / MS specials of following diameters in proper position, grade and alignment as directed by Engineer-in-

charge includi

L, L & J of CI Pipe (tyton Joint)

Item no.2

L, L & J of CI Pipe (flanged Joint)

Providing and making flanged joints to flanged C. I. pipes of all classes / specials etc. including cost of all jointing

materials rubber packing, nut bolts, etc. labour hydraulic testing etc. complete.

Item no.3
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Rates for the 

Year 2008-09

UnitItem

no.

Size




